Technical Product Data Sheet

Fusion Active+ Wind
Harness 1137

Optimal fit
Ergonomic
Premium quality
DESCRIPTION

A great focus has been placed on creating well-suited and relevant features that make the work
in the wind turbines both safer and more efficient. It’s important for us to offer a safety harness
that works well throughout all the challenges a wind turbine offers. We are confident that this
harness, developed together with professionals within the wind industry, is the ultimate harness
for wind technicians, we call it Fusion Active+ Wind. Fusion Active + Wind has excellent comfort
and fits the body perfectly. The belt can be adjusted up and down along the webbing. We offer
the harness in the sizes, S/M and L/XL with flexible and easy adjustable options for the user to
get the best possible fit. The harness is designed to enable height workers to work
ergonomically wherever they are. With the aid of a cleverly designed construction, the weight is
distributed throughout the body even during physical work. The D-rings have a protective coating
and the rear anchorage point is self-luminous and is therefore also suitable for work in low-light
environments. Like our other premium harnesses, we have used polyester bands with the
highest quality and durability. Our steel components come from leading quality suppliers and the
harness have a life span of max 10 years.

TECHNICAL SPECIFICATION
Physical properties

Primary Webbing Supports:

Polyester, 45mm double weft: >38kN

Waist Belt padding:

3-D mesh, breathable

Shoulder padding:

Breathable 3-D mesh

Leg padding:

Breathable 3-D mesh

Front A-point:

Tri-Form Carabiner 20kN

Back A-point:

PVC coated steel, self-luminous 22kN

Side D-rings:

PVC coated steel, 22kN

Leg Buckles:

Aluminium alloy, with stainless steel components and brass release clips. Strength: >18kN

Chest Buckles:

Tri-Form Carabiner 20kN

Waist Buckles:

Aluminium alloy, with stainless steel components and brass release clips. Strength: >18kN

Back Adjuster:

Adjustable buckles E-coat. 17,8 kN

Chest Buckles:

Tri-Form Carabiner 20kN

Side Adjuster:

Adjustable buckles E-coat. 17,8 kN

Product Weight:

>2,5 kg

Segments

Segments:

Wind Power, Telecom, Tower, Electrical Transmission Tower Access

Standards

Standards:

EN361, EN358

Notified Body:

RISE .Box 857. SE-501 15 BORÅS. Sweden. www.ri.se Notified Body no. 0402

Lifespan and other information

Lifespan:

2 years’ storage from new +10 years maximum working life

Max User Weight:

141kg

Min/Max Working temperatures:

-40° to 100°c

Inspection requirements:

Minimum annual inspection by a certified Competent Person

Identification :

Serial number

RFID:

Yes, located at rear in label. RFID/NFC-reader compatible

Helicopter Lifting:

Yes

Accessories:

Cresto Bolt and Tool holders (Cresto 9335 & 9447)

User Manual Languages:

UK, SE, NO, DK, FI, DE, FR, ES
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